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EXPLANATORY NOTES 
 
Corrections to Charts and Publications The Notices in section I provide information on new Indian Charts and 
Publications where as section II and III contains information for correcting the charts and publications. Mariners should 
insist on corrected charts from their chart distributers/agents.  
(a) Geographical positions given are in the horizontal datum of the current edition of the chart, unless otherwise stated. 
(b) Bearings are True, reckoned clockwise from 000o to 3590. Bearing to lights are from seaward.  
(c) Symbols referred to are those shown on the chart INT 1 (5020). 
(d) Alterations to depth contours, deletion of depths to make way for new detail, etc; are not normally mentioned, un-
less they have some navigational  significance. 
(e) Blocks and notes, if any, accompanying the Notices in Sections II and III are placed after Section X. 

Temporary and Preliminary Notices These are indicated by (T) and (P) after the Notice number, and are placed in 
Section III. A Sl Nos. of those in force published quarterly on 1st  Jan, 01 Apr, 01 Jul and 01 Oct, and their text are pub-
lished in Annual Edition of Indian Notices to Mariners. These corrections are not inserted on the charts before they are 
issued to the users. They should be inserted in pencil, by the user, on receipt. 
 
Source of Information A star adjacent to the number of a Notice indicates that the notice is based on original source of 
information. 
 
Sailing Directions Corrections for the Sailing Directions are given in Section VI. A summary of corrections in force 
will be issued in Section VI of the Edition dated 1st January, 1st April, 1st July and 1st October. 
 
Lights Corrections to Light List is given in Section VII, where affected Light List number is quoted. 
(a) these corrections should be incorporated as per instructions given on page 11 of the list of Lights. 
(b) Such correction notices to light of list may be published in either an earlier or a later Edition of N to M than the Edi-
tion containing the Notice to the chart correction. 
(c) the range of a light given is its nominal range. Its geographical range is given in parenthesis only, if it is less than 
the nominal range. 
 
Radio Signals The corrections in Section VIII should be cut and pasted in the appropriate volumes of the List  
of Radio Signals. 

Radio Navigational Warnings  (a) These are broadcast as serially numbered NAVAREA warnings by the concerned 
NAVAREA coordinator through GMDSS and Area Radio Broadcasts. 
(b) They contain important information affecting navigational safety, which cannot await the publication of the next 
edition of N to M. 
(c) It should be borne in mind that they may be based on reports which can not always be  verified before promulgation. 
(d) It is therefore necessary to be selective, and promulgate only the  more important warnings to avoid over loading 
users; the less important information should be included in the forthcoming edition of N to M or the Chart/publication 
concerned. 
 
Laws and Regulations While in the interest of the safety of shipping, the Hydrographic Office makes every endeavour 
to include in its publications details of the laws and regulations of all countries pertaining to navigation, it must be 
clearly understood: - 

(a) that no liability whatsoever can be accepted for failure to publish  details of any    particular law  or  
regulation, and 

(b) that publication of details of a law or regulation is solely for the safety and convenience of  
shipping and implies no recognition of the International validity of the law or regulation. 

Correction of Charts and Publications by the users Notices to Mariners contain important information concerning 
safety of navigation at sea, hence, they should be used to keep the specified Charts and publications up to date. 
 
Reliance on Charts and Associated Publications While every effort is made by the Hydrographic Office to ensure the 
accuracy of the information on Charts and Publications before they are published, it should be appreciated that it may 
not always be complete and up-to-date. The mariner must be the final judge for the reliance he can place on the infor-
mation available, bearing in mind his particular circumstances, local pilotage guidance and judicious use of available 
navigational aids.  
  
Use of Global Positioning System (WGS 84) positions  
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(a) The positions of Hydrographic objects shown on Indian charts and publications are in Everest datum. However, the 
positions of vessels obtained from Global Positioning System (GPS) are on World Geodetic System 1984 datum. There 
will always exist a difference in the position values obtained by visual fixing (Everest Datum) and GPS position (WGS 
84 datum). 
(b) Where ever these differences have been ascertained, their average values are published as a cautionary Note on the 
chart concerned, as shifts in Latitude and Longitude values whilst plotting GPS positions on charts, the shift values as 
given on the chart must be applied, before making any assessment of the navigational situation vis-à-vis the other 
charted information. 
(c) These datum shift values are not uniform, particularly in areas off Andaman & Nicobar  and Lakshadweep Islands, 
as these places are not linked to mainland network ( Everest datum). Mariners are advised to use alternate source of 
position information such as Visual or Radar, particularly when closing the shore or navigating in the vicinity of dan-
ger.   
 
Source Data on Charts  All Indian charts contain specific information on their source of hydrographic data. In areas 
where the source data is very old, incomplete and less reliable, the mariner must use such Charts with prudence. Mari-
ner should always use the largest scale charts available for the area. Apart from being the   most detailed, the larger 
scale charts are usually corrected first.  
 

Hydrographic information may be sparse on small scale charts. On such charts, a charted shoal may be in error 
as regards position, least depth and extent. Uncharted dangers may also exist, particularly in areas away from well-
established routes. Mariners must exercise due caution. 
 
Further Guidance The Mariner’s Hand Book (NP 100) gives full explanation on the use of charts and the type of in-
formation contained on charts. In their own interest, all users of charts should refer to it. 



4 
 

SECTION – I 
 

List of charts affected by 
the Notices 291 to 305  contained in this Edition 

 
 
INDIAN H.O. 
Chart No. 

 
Folio 
No. 

 
Notice No. 

   
20 1 293 
22 (INT 752) 3 303 (P) 
31 5 305 (T) 
32 (INT 754) 5 305 (T) 
33 5 305 (T) 
206 2 304 (T) 
207 2 296 
214 3 303 (P) 
257 (INT 7343) 3 303 (P) 
288 1 293 
289 1 293, 294 
313 5 297, 305 (T) 
315 5 305 (T) 
356 5 305 (T) 
403 6 298 
404 6 298 
2013 2 302 (T) 
2020 3 303 (P) 
2022 (INT 7345) 3 303 (P) 
2031 2 302 (T) 
2055 2 302 (T) 
2068 2 302 (T) 
2078 (INT 7346) 3 303 (P) 
2081 2 296 
3001 (INT 7402) 5 297, 305 (T) 
3004 (INT 7403) 5 297 
3028 5 305 (T) 
4018 6 298 
8004 1 295 
   

                                                

ADMIRALTY Chart 
No. 

Folio 
No. 

Notice No. 

   
1495 (INT 7736) 38 300 (T), 301 (T) 
1497 (INT 7735) 38 300 (T), 301 (T) 
2132 (INT 7138) 32 291 
2373 32 291 
2442 40 294 
2523 40 292, 293 
2886 40 293 
3176 40 295 
3790 40 292 
3791 40 292 
3831 45 299 
3833 45 299 
3950 40 292 
4041 46 299 
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SECTION – II: PERMANENT NOTICES. 
  
  

 

 
 
 
 
 
 
 
 

291 (14/04) EGYPT – Red Sea Coast – Gulf of Suez – Abu Zenima – Light-beacons. Leading line. 

List of Light Vol E, 6023.1 & 6023.11 
Source: BA Notice 3089/04. 
(HJ/1134/96) 
BA Chart 2132 (INT 7138) (plan B, Ras Budran Terminal) [previous update 242/04] 
Insert black and white light-beacon with triangular topmark, 

apex down, F.R. 16m5M 
              
(a)        29° 02'.75N., 33° 07'.12E.     

 black and white light-beacon with triangular topmark, 
apex up, F.G.12m5M 

              
             29° 02'.70N., 33° 07'.11E.     

 leading line, pecked line for 1050m then firm line for 
1850m, extending in direction 192° from: 

 
(b)        (a) above 

 legend, 012°, at seaward end of:              (b) above 
BA Chart 2373 [previous update 284/03] 
Insert  LdgF.R.&F.G.5M              29° 02'.75N., 33° 07'.12E.     

292 (14/04) QATAR – Approaches to Ra‘s Laffan – Buoy. Radar beacon. 

LRS Vol 2, 7748 
Source: BA Notice 2879/04. 
(HJ/1132/58) 
BA Chart 2523 [previous update 100/04] 
Move 

 Fairway Fl.10s Horn 10s, and associated radar   

 beacon, Racon (G), from:              25° 55'.00N., 51° 42'.00E.     
 to:              25° 54'.90N., 51° 42'.00E.     
BA Chart 3790 [previous update 101/04] 
Move  Fairway Fl.10s Horn, and associated radar beacon,  

 Racon (G), from:              25° 54'.90N., 51° 41'.96E.     
 to:              25° 54'.80N., 51° 41'.94E.     
BA Chart 3791 [previous update 151/04] 
Move  Fairway Fl.10s Horn 10s, and associated radar   

 beacon, Racon (G), from:              25° 55'.00N., 51° 42'.00E.     
 to:              25° 54'.90N., 51° 42'.00E.     
BA Chart 3950 [previous update 101/04] 
Move  Fairway Fl.10s Horn, and associated radar beacon,  

 Racon (G), from:              25° 54'.89N., 51° 41'.94E.     
 to:              25° 54'.80N., 51° 41'.94E.     

RW 

RW 

RW 

RW 
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293 (14/04) QATAR – Al Shaheen Oilfield South-eastwards – Platform. 

Source: BA Notice 3033/04. 
(HJ/1132/67) 
Chart 20 [previous update 253/04] 
Insert  (lighted) WHP-6              26° 30'.68N., 52° 12'.06E.     
Chart 288 [previous update 246/04] 
Insert  (lighted) WHP-6              26° 30'.68N., 52° 12'.06E.     
Chart 289 [previous update 282/04] 
Insert  (lighted) WHP-6              26° 30'.68N., 52° 12'.06E.     
BA Chart 2523 [previous update 292/04] 
Insert  (lighted) WHP-6              26° 30'.70N., 52° 12'.19E.     
BA Chart 2886 [previous update 250/04] 
Insert  (lighted) WHP-6              26° 30'.70N., 52° 12'.19E.     

294 (14/04) IRAN – Jazireh-ye Sirri South-westwards – Nasr Oilfield – Mooring buoy. 

Source: BA Notice 3058/04. 
(HJ/1132/55) 
Chart 289 [previous update 293/04] 
Insert               25° 42'.6N., 54° 19'. 9E.     
BA Chart 2442 [previous update 300/02] 
Insert               25° 42'.6N., 54° 19'. 9E.     

295 (14/04) UNITED ARAB EMIRATES – Approaches to Dubayy – Buoyage. 

Source: BA Notice 3069/04. 
(HJ/1132/54) 
Chart 8004 [previous update 254/04] 
Insert  Fl.G.2s              25° 14'.70N., 55° 07'. 54E.     
  Fl(2)G.4s              25° 16'.70N., 55° 12'. 54E.     
BA Chart 3176 [previous update 115/04] 
Insert  Fl.G.2s              25° 14'.8N., 55° 07'. 6E.     
  Fl(2)G.4s              25° 16'.8N., 55° 12'. 6E.     

Y 

G 

G 

Y 

G 

G 

Y 

G 

G 
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*296 (14/04) INDIA – West Coast – Approaches to Ports from Diu to Pipavav – Wreck. 

Source: INS Nirdeshak B(N) – 135 
(HJ/1130/08) 
Chart 207 [previous update 87/04] 
Delete               20° 49'.0N., 71° 19'.0E.     
Chart 2081 [previous update 211/04] 
Delete               20° 49'.0N., 71° 19'.0E.     

*297 (14/04) INDIA – East Coast – Approaches to Chennai – Data Buoy. 

Source: NIOT Chennai. 
(HJ/1029/30) 
Chart 313 [previous update 151/03] 
Delete SW 6   Fl(5) 20s 6M ODAS              13° 05'.78N., 80° 19'.19E.     
Chart 3001 (INT 7402) [previous update 149/03] 
Delete SW 6   Fl(5) 20s 6M ODAS              13° 05'.78N., 80° 19'.19E.     
Chart 3004 (INT 7403) [previous update 149/03] 
Delete SW 6   Fl(5) 20s 6M ODAS              13° 05'.78N., 80° 19'.19E.     

*298 (14/04) INDIA – Andaman Islands – Port Anson – Rock, Depths. 

Source: RoS M(N) – 129. 
(HJ/1028/27) 
Chart 403 [previous update 206/04] 
Substitute depth 164  for 183              12° 18'.45N., 92° 41'.50E.     
 depth 68  for 82              12° 18'.00N., 92° 42'.14E.     
 depth 5 for 87              12° 16'.68N., 92° 41'.36E.     
 depth 96 for 119              12° 17'.00N., 92° 41'.41E.     
Chart 404 [previous update N.C 31/07/03] 
Substitute legend,Sandhayak Rk for Flat Rk              12° 13'.50N., 92° 40'.61E.     
 depth 164  for 183              12° 18'.45N., 92° 41'.50E.     
 depth 68  for 82              12° 18'.00N., 92° 42'.14E.     
 depth 5 for 87              12° 16'.68N., 92° 41'.36E.     
 depth 96 for 119              12° 17'.00N., 92° 41'.41E.     
 depth 69 for 87              12° 14'.84N., 92° 41'.45E.     
Chart 4018 [previous update N.C.30/04/03] 
Insert               12° 14'.48N., 92° 41'.38E.     
Substitute legend,Sandhayak Rk for Flat Rk              12° 13'.44N., 92° 40'.23E.     
 depth 164  for 183              12° 18'.38N., 92° 41'.46E.     
 depth 68  for 82              12° 18'.10N., 92° 42'.11E.     
 depth 5 for 87              12° 16'.68N., 92° 41'.44E.     
 depth 96 for 119              12° 16'.96N., 92° 41'.36E.     
 depth 85 for 91              12° 16'.07N., 92° 41'.61E.     
 depth 69 for 87              12° 14'.13N., 92° 41'.40E.     

*
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299 (14/04) SINGAPORE STRAIT – Indonesia – Telak Jodoh Northwards – Wreck. Buoy. 

Source: BA Notice 2975/04. 
(HJ/927/16) 
BA Chart 3831 [previous update 267/04] 
Insert  (a)          1° 13'.32N., 103° 57'. 70E.     

 
 Fl(2)5s, close E of:                (a) above  

BA Chart 3833 [previous update N.C. 26/02/04] 
Insert  (a)          1° 13'.32N., 103° 57'. 70E.     

 
 Fl(2)5s, close E of:                (a) above  

BA Chart 4041 [previous update N.C. 20/05/04] 
Insert  (a)          1° 13'.32N., 103° 57'. 70E.     

 
 Fl(2)5s, close E of:                (a) above  

BRB 

BRB 

BRB 
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SECTION – III: TEMPORARY AND PRELIMINARY NOTICES 
 
300 (T) (14/04) INDIAN OCEAN – La Reunion – Approaches to La Reunion – Fish havens. 
Source: B.A. Notice 3011(T)/04 
(HJ/632/94) 
1. Fish aggregating devices have been established in the following positions: 
  
 20° 45'.0S., 55° 30'. 0E. 
 21° 01'.0S., 55° 05'. 6E. 
 21° 08'.0S., 55° 10'. 8E. 
 21° 11'.2S., 55° 12'. 4E. 
 21° 20'.6S., 55° 22'. 5E. 
 21° 22'.6S., 55° 26'. 4E. 
 21° 26'.0S., 55° 39'. 6E. 
 20° 49'.6S., 55° 38'. 6E. 
 21° 26'.3S., 55° 26'. 0E. 
 20° 56'.0S., 55° 05'. 0E. 
 20° 53'.8S., 55° 09'. 2E. 
 20° 50'.8S., 55° 20'. 0E. 
 20° 56'.2S., 55° 12'. 4E. 
 21° 07'.0S., 55° 06'. 0E. 
 20° 50'.4S., 55° 05'. 4E. 
 21° 25'.5S., 55° 33'. 6E. 
 20° 53'.6S., 55° 43'. 8E. 
 21° 07'.2S., 55° 54'. 0E. 
 21° 16'.2S., 55° 14'. 8E. 
 21° 02'.0S., 55° 46'. 0E. 
 20° 47'.0S., 55° 25'. 3E. 
 20° 49'.5S., 55° 33'. 0E. 
 21° 28'.8S., 55° 36'. 2E. 
 21° 17'.05S., 55° 08'. 00E. 
 21° 11'.1S., 55° 05'. 0E. 
 21° 10'.5S., 55° 14'. 3E. 
 21° 24'.0S., 55° 21'. 0E. 
 20° 46'.4S., 55° 19'. 0E. 
 21° 28'.5S., 55° 30'. 0E. 
2. Former Notice 208 (T)/03 is cancelled.  
Charts affected: B.A. 1495 (INT 7736) – 1497 (INT 7735) 
 
301 (P) (14/04) INDIAN OCEAN – La Reunion – North West Coast – Anchorage areas. Restricted areas. 

Submarine cables. 
Source: B.A. Notice 3012 (P)/04 
(HJ/632/84) 
1. Anchorage areas have been established north-eastwards of Port reunion, in Baie de Saint-Paul and in the 

approaches to Saint-Gilles les Bains. 
2. Anchoring prohibited areas have been established in Baie de Saint-Paul and within the 50m contour between 

positions 21° 00'.65S., 55° 14'. 18E. and 21° 08'.00S., 55° 15'. 55E. 
3. Submarine cables have been laid in Baie de Saint-Paul. 
Charts affected: B.A. 1495 (INT 7736) – 1497 (INT 7735) 
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*302 (T) (14/04) INDIA – West Coast – Gulf of Kachchh – Port of Okha – Buoy. 
Source: Gujarat Maritime Board 
(HJ/1131/20) 
1. Starboard hand buoy No 2 is missing from its position 22°  29'. 665N., 69°  05'.367E.  
2. Mariners are to exercise caution while navigating through this area. 

Charts affected: 2013 – 2031 – 2055 - 2068 
 
*303 (P) (14/04) INDIA – West Coast – Port of Mormugao – Jetty. 
Source: Mormugao Port Trust 
(HJ/1030/56) 
1. Two new berths designated No. 5A and 6A have been constructed 130 metres seaward of the 5, 6 berths 

having length of 450 metres and a breadth of 26 metres.  
2. The water area in between is being reclaimed and would be used as a coal stockyard. It is intended to 

maintain a depth of 14.1 metres alongside. 
3. These and other changes will be updated when full details become available. Until then mariners are advised 

to navigate with particular caution in the port, to seek advice from local  port authorities. 
Charts affected: 22 (INT 752) – 214 – 257 (INT 7343) – 2020 – 2022 (INT 7345) – 2078 (INT 7346)  
 
*304 (T) (14/04) INDIA – West Coast – Veraval to Diu Head – Off Mul Dwaraka – Danger to Navigation. 
Source: MV Darya Shaam 
(HJ/1131/09) 
1. It is reported that MV Sea Princess lost one of her anchor at approximate position 20° 44'. 0N., 70° 38'.8E.  
2. Mariners are advised to exercise caution. 

Charts affected: 206 
 
*305 (T) (14/04) INDIA – West and East Coast – Off Ratnagiri, Chennai, Ennore, Ramyapatnam, 

Machalipatnam, Paradip  – Data Buoy. 
Source: NIOT, Chennai 
(HJ/1029/36) 
1. Data collecting light buoys will be on station in the position given below until further notice. 

Buoy Lat Long Colour Light 
DS 5 13° 59'. 45N. 83° 16'.28E. Yellow Fl 4s 4M 
DS 3 12° 09'. 91N. 90° 47'.78E. Yellow Fl 4s 4M 
DS 4 18° 21'. 70N. 87° 33'.58E. Yellow Fl 4s 4M 
MB 11 15° 02'. 01N. 87° 35'.10E. Yellow Fl 4s 4M 
SW 6 13° 11'. 16N. 80° 23'.90E. Yellow Fl (2) 5s 4M 

 

TB 1 13° 12'. 05N. 80° 23'.86E. Yellow Fl (2) 5s 4M 
2. Data collecting buoy SW 2 have been retrieved.  
3. Mariners are advised to exercise caution and not to anchor or trawl in the operation circle1000m of moored 

data buoy. 
4. Former INM 341(T)/03, 94(T)/04 & 286(T)/04 is cancelled. 
Charts affected: 31 – 32 (INT 754) – 33 – 313 – 315 – 356 – 3001 (INT 7402) – 3028 
 
 
 
 
 
 
 
 


