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EXPLANATORY NOTES 
 
Corrections to Charts and Publications The Notices in section I provide information on new Indian Charts and 
Publications where as section II and III contains information for correcting the charts and publications. Mariners should 
insist on corrected charts from their chart distributers/agents.  
(a) Geographical positions given are in the horizontal datum of the current edition of the chart, unless otherwise stated. 
(b) Bearings are True, reckoned clockwise from 000o to 3590. Bearing to lights are from seaward.  
(c) Symbols referred to are those shown on the chart INT 1 (5020). 
(d) Alterations to depth contours, deletion of depths to make way for new detail, etc; are not normally mentioned, un-
less they have some navigational  significance. 
(e) Blocks and notes, if any, accompanying the Notices in Sections II and III are placed after Section X. 

Temporary and Preliminary Notices These are indicated by (T) and (P) after the Notice number, and are placed in 
Section III. A Sl Nos. of those in force published quarterly on 1st  Jan, 01 Apr, 01 Jul and 01 Oct, and their text are pub-
lished in Annual Edition of Indian Notices to Mariners. These corrections are not inserted on the charts before they are 
issued to the users. They should be inserted in pencil, by the user, on receipt. 
 
Source of Information A star adjacent to the number of a Notice indicates that the notice is based on original source of 
information. 
 
Sailing Directions Corrections for the Sailing Directions are given in Section VI. A summary of corrections in force 
will be issued in Section VI of the Edition dated 1st January, 1st April, 1st July and 1st October. 
 
Lights Corrections to Light List is given in Section VII, where affected Light List number is quoted. 
(a) these corrections should be incorporated as per instructions given on page 11 of the list of Lights. 
(b) Such correction notices to light of list may be published in either an earlier or a later Edition of N to M than the Edi-
tion containing the Notice to the chart correction. 
(c) the range of a light given is its nominal range. Its geographical range is given in parenthesis only, if it is less than 
the nominal range. 
 
Radio Signals The corrections in Section VIII should be cut and pasted in the appropriate volumes of the List  
of Radio Signals. 

Radio Navigational Warnings  (a) These are broadcast as serially numbered NAVAREA warnings by the concerned 
NAVAREA coordinator through GMDSS and Area Radio Broadcasts. 
(b) They contain important information affecting navigational safety, which cannot await the publication of the next 
edition of N to M. 
(c) It should be borne in mind that they may be based on reports which can not always be  verified before promulgation. 
(d) It is therefore necessary to be selective, and promulgate only the  more important warnings to avoid over loading 
users; the less important information should be included in the forthcoming edition of N to M or the Chart/publication 
concerned. 
 
Laws and Regulations While in the interest of the safety of shipping, the Hydrographic Office makes every endeavour 
to include in its publications details of the laws and regulations of all countries pertaining to navigation, it must be 
clearly understood: - 

(a) that no liability whatsoever can be accepted for failure to publish  details of any    particular law  or  
regulation, and 

(b) that publication of details of a law or regulation is solely for the safety and convenience of  
shipping and implies no recognition of the International validity of the law or regulation. 

Correction of Charts and Publications by the users Notices to Mariners contain important information concerning 
safety of navigation at sea, hence, they should be used to keep the specified Charts and publications up to date. 
 
Reliance on Charts and Associated Publications While every effort is made by the Hydrographic Office to ensure the 
accuracy of the information on Charts and Publications before they are published, it should be appreciated that it may 
not always be complete and up-to-date. The mariner must be the final judge for the reliance he can place on the infor-
mation available, bearing in mind his particular circumstances, local pilotage guidance and judicious use of available 
navigational aids.  
  
Use of Global Positioning System (WGS 84) positions  
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(a) The positions of Hydrographic objects shown on Indian charts and publications are in Everest datum. However, the 
positions of vessels obtained from Global Positioning System (GPS) are on World Geodetic System 1984 datum. There 
will always exist a difference in the position values obtained by visual fixing (Everest Datum) and GPS position (WGS 
84 datum). 
(b) Where ever these differences have been ascertained, their average values are published as a cautionary Note on the 
chart concerned, as shifts in Latitude and Longitude values whilst plotting GPS positions on charts, the shift values as 
given on the chart must be applied, before making any assessment of the navigational situation vis-à-vis the other 
charted information. 
(c) These datum shift values are not uniform, particularly in areas off Andaman & Nicobar  and Lakshadweep Islands, 
as these places are not linked to mainland network ( Everest datum). Mariners are advised to use alternate source of 
position information such as Visual or Radar, particularly when closing the shore or navigating in the vicinity of dan-
ger.   
 
Source Data on Charts  All Indian charts contain specific information on their source of hydrographic data. In areas 
where the source data is very old, incomplete and less reliable, the mariner must use such Charts with prudence. Mari-
ner should always use the largest scale charts available for the area. Apart from being the   most detailed, the larger 
scale charts are usually corrected first.  
 

Hydrographic information may be sparse on small scale charts. On such charts, a charted shoal may be in error 
as regards position, least depth and extent. Uncharted dangers may also exist, particularly in areas away from well-
established routes. Mariners must exercise due caution. 
 
Further Guidance The Mariner’s Hand Book (NP 100) gives full explanation on the use of charts and the type of in-
formation contained on charts. In their own interest, all users of charts should refer to it. 
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SECTION – I 
 

List of charts affected by 
the Notices 306 to 325  contained in this Edition 

 
 
INDIAN H.O. 
Chart No. 

 
Folio 
No. 

 
Notice No. 

   
20 1 307 
22 (INT 752) 3 311 
211 3 310 
215 3 311 
225 4 322(P) 
257 (INT 7343) 3 311, 321(T) 
288 1 307 
291 2 306 
293 (INT 7022) 2 311 
308 5 324(P) 
354 (INT 7408) 5 324(P) 
361 7 312 
402 6 314 
473 (INT 7031) 6 314 
2004 (INT 7359) 3 306 
2008 3 308 
2016 (INT 7336) 3 310 
2022 (INT 7345) 3 321(T) 
2039 3 320(P) 
2067 4 322(P) 
2082 2 320(P) 
2097 1 308 
3002 (INT 7410) 5 324(P) 
3012 (INT 7411) 5 324(P) 
3021 7 312 
3028 5 323(T) 
4010 6 313 
4019 7 325(P) 

                                                

ADMIRALTY Chart 
No. 

Folio 
No. 

Notice No. 

   
819 42 322(P) 
833 43 325(P) 
932 46 318 
933 46 318 
941A 46 319 
1265 (INT 7291) 40 307 
1358 45 315 
2056 46 319 
2149 46 319 
2882 40 307 
2884 (INT 7278) 40 307 
3700 42 322(P) 
3729 45 319 
3773 40 307 
3785 40 309 
3833 45 317 
3933 45 316 
3946 45 315 
3947 45 316 
4041 46 317 
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SECTION – II: PERMANENT NOTICES. 
  

INDIAN HYDROGRAPHIC CHARTS AND PUBLICATIONS 
 
*306 (15/04)             (a):  NEW INDIAN CHARTS 

 
Source: NHO, Dehradun    
(HJ/NM/Pub)    

Chart No. Date of 
Publication 

Title, Limits & Description Scale Folio Price 
  

       
291 01.03.04 ARABIAN SEA 1:750 000 2 Rs. 1000.00 

  COASTS OF INDIA AND PAKISTAN    
  GWADAR TO DWARKA    
  Limits: 

 21° 34'.00N;   62° 11'.00E. 
 25° 40'.00N;   69° 05'.00E. 

   

      
2004 (INT 7359) 31.12.03 INDIA – WEST COAST 1:25 000 3 Rs. 1000.00 

  KOCHI (COCHIN) HARBOUR    
  Limits:   

 09° 53'.80N;   76° 04'.60E. 
 10° 02'.40N;   76° 18'.00E. 

   

      
 

                    (b): INDIAN CHARTS PERMANENTLY WITHDRAWN 
 

Chart to be withdrawn Main Title On Publication of New Chart 

   
291 GWADAR TO DWARKA 291 

   
2004 COCHIN HARBOUR 2004 (INT 7359) 

   
 

307 (15/04) ARABIA – Approaches to the Shatt Al’ Arab – Khawr Al Kafka – Wrecks. 

Source: BA Notice 3390/04. 
(HJ/1133/90) 
Chart 20 [previous update 293/04] 
Substitute 

 Wk for  Wk              29° 22'.9N., 49° 04'.6E.     

Chart 288 [previous update 293/04] 
Substitute 

 Wk for  Wk              29° 22'.9N., 49° 04'.6E.     

Delete               29° 27'.0N., 49° 00'.5E.     

BA Chart 1265 (INT 7291) [previous update 182/04] 
Insert  Wk (a)         29° 22'.92N., 49° 04'.56E.     

Delete 
 Wk, close SW of:  (a) above 

 PA              29° 27'.00N., 49° 00'.50E.     

16 177 

177 16 

16 

177 
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307 (15/04) ARABIA – Approaches to the Shatt Al’ Arab – Khawr Al Kafka – Wrecks (continued). 

BA Chart 2882 [previous update 249/04] 
Insert 

 Wk (a)         29° 22'.92N., 49° 04'.56E.     

Delete 
 Wk, adjacent to:  (a) above 

               29° 27'.00N., 49° 00'.50E.     

BA Chart 2884 (INT 7278) [previous update 248/04] 
Insert 

 Wk (a)         29° 22'.92N., 49° 04'.56E.     

Delete 
 Wk, adjacent to:  (a) above 

               29° 27'.00N., 49° 00'.50E.     

BA Chart 3773 [previous update 245/04] 
Delete PA              29° 27'.00N., 49° 00'.50E.     

308 (15/04) OMAN – Gulf of Oman – Bandar Jissah – Al Brayik South-eastwards, Al Baab al Dayyiq North-
westwards and Ra’s al Khayran Southwards – Depths. Works. 

Source: BA Notice 3139/04. 
(HJ/1132/31) 
Chart 2088[previous update 317/03] 
Insert depth 13 enclosed by 5m contour              23° 31'.05N., 58° 45'.41E.     
Chart 2097 (plan, Bandar Jissah) [previous update 141/03] 
Insert legend, Works in progress 2003, centred on:              23° 33'.35N., 58° 39'.79E.     
Chart 2097 (plan, Bandar Khayran) [previous update 141/03] 
Insert depth 41 enclosed by 5m contour              23° 31'.97N., 58° 43'.33E.     

309 (15/04) OMAN – Khalij Masirah – Depth. 

Source: BA Notice 3177/04. 
(HJ/1032/91) 
BA Chart 3785 [previous update 223/04] 
Insert depth 187 enclosed by 20m contour              19° 41'.65N., 58° 09'.25E.     

*310 (15/04) INDIA – West Coast – Inner Approaches to Mumbai – Wreck. 

Source: Mumbai Port Trust. 
(HJ/1030/87) 
Cancel former INM 296(T)/00 
Note: This is the wreck of MV Ventura 
Chart 211 [previous update 283/04] 
Insert               18° 55'.60N., 72° 47'.00E.     
Chart 2016 (INT 7336) [previous update 283/04] 
Insert               18° 55'.60N., 72° 47'.00E.     

16 

177 

16 

177 
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*311 (15/04) INDIA – West Coast – Betul to Belekeri – Depth. 

Source: INS Nirdeshak RoS O(N) – 103. 
(HJ/1030/46) 
Chart 22 (INT 752) [previous update 241/04] 
Insert depth 98 enclosed by 100m contour              14° 50'.5N., 73° 11'.9E.     
Chart 215 [previous update 241/04] 
Insert depth 98 enclosed by 100m contour              14° 50'.5N., 73° 11'.9E.     
Chart 257 (INT 7343) [previous update 231/03] 
Insert depth 98 enclosed by 100m contour              14° 50'.5N., 73° 11'.9E.     
Chart 293 (INT 7022) [previous update 241/04] 
Insert depth 98 enclosed by 100m contour              14° 50'.5N., 73° 11'.9E.     

312 (15/04) BANGLADESH – Sandwip Channel Southwards – Approaches to Chittagong – Wreck. Light. 

Light List Vol F, 1047 
Source: BA Notice 3395/04. 
(HJ/1128/28) 
Chart 361 [previous update 228/04] 
Substitute (lighted) Fl(2)10s PA for                22° 08'.95N., 91° 37'.98E.     
Chart 3021 [previous update 228/04] 
Substitute (lighted) Fl(2)10s PA for               22° 08’.95N., 91° 37’.98E.     

*313 (15/04) INDIA – Andaman Sea – Little Andaman Islands – Hut Bay- Landmark. 

Source: INS Sandhayak RoS M(D) – 128. 
(HJ/1028/07) 
Chart 4010 [previous update New Edition 30/09/01] 
Insert 

 BUTLER BAY RESORT              10° 40'.09N., 92° 34'.70E.     

 depth 55              10° 39'.85N., 92° 35'.98E.     

*314 (15/04) INDIA – Andaman Sea – Port Cornwallis – Cultural Features. 

Source: INS Darshak RoS M(N) – 133. 
(HJ/1028/36) 
Chart 402 [previous update 346/03] 
Insert 

              13° 14'.08N., 93° 03'.18E.     

Chart 473 (INT 7031) [previous update 438/03] 
Insert 

              13° 14'.08N., 93° 03'.18E.     
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315 (15/04) MALACCA STRAIT – Indonesia – T. Sinaboi Eastwards – Depth. 

Source: BA Notice 3356/04. 
(HJ/927/28) 
BA Chart 1358 [previous update 73/04] 
Insert depth 1              2° 21’.22N., 101° 18’.10E.     
BA Chart 3946 [previous update 353/03] 
Insert depth 1 and extend 5m contour SW to enclose              2° 21’.23N., 101° 18’.19E.     

316 (15/04) INDONESIA – Sumatera – East Coast – Selat Bengkalis – Depths. 

Source: BA Notice 3357/04. 
(HJ/927/18) 
BA Chart 3933 [previous update 110/03] 
Insert depth 69 enclosed by 20m contour              1° 31’.30N., 101° 59’.54E.     
BA Chart 3947 [previous update 353/03] 
Insert depth 198 enclosed by 20m contour (a)         1° 31’.30N., 101° 59’.54E.     
Delete depth 23, close S of:  (a) above 

317 (15/04) SINGAPORE STRAIT – Singapore – Outer Shoal Eastwards – Wreck. 

Source: BA Notice 3194/04. 
(HJ/927/16) 
BA Chart 3833 [previous update 299/04] 
Substitute 

 Wk for  Wk              1° 15'.50N., 103° 54'.75E.     

BA Chart 4041 [previous update 299/04] 
Substitute 

 Wk for  Wk              1° 15'.50N., 103° 54'.75E.     

318 (15/04) INDONESIA – Jawa – North Coast – Approaches to Tanjungpriok – Depth. 

Source: BA Notice 3351/04. 
(HJ/827/33) 
BA Chart 932 (plan A, Pelabuhan Tanjungpriok) [previous update 423/02] 
Insert depth 198 enclosed by 10m contour with seabed 

character, R (a)         6° 04’.450S., 106° 51’.783E. 
 legend, Karang Telegraf, close E of:  (a) above 
BA Chart 932 (plan B, Approaches to Pelabuhan Tanjungpriok) [previous update 423/02] 
Insert depth 69 enclosed by 10m contour with seabed  

character, R (a)         6° 04’.45S., 106° 51’.78E. 
 legend, Karang Telegraf, close E of:  (a) above 
BA Chart 933 [previous update 171/04] 
Substitute depth 69 with seabed character, R for depth 67 with 

seabed character, R               6° 04’.48S., 106° 51’.69E. 

37 31 

37 31 
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319 (15/04) INDONESIA – Java Sea – Pulau-Pulau Seribu Northwards – Wreck. 

Source: BA Notice 3093/04. 
(HJ/827/43) 
BA Chart 941A [previous update 270/04] 
Insert  Wk              5° 24’.8S., 106° 36’.1E.     

BA Chart 2056 [previous update 278/03] 
Insert  Wk              5° 24’.81S., 106° 36’.09E.     

BA Chart 2149 [previous update 270/04] 
Insert  Wk              5° 24’.8S., 106° 36’.1E.     

BA Chart 3729 [previous update 269/04] 
Insert  Wk              5° 24’.81S., 106° 36’.09E.     

10 

18 

18 

18 
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SECTION – III: TEMPORARY AND PRELIMINARY NOTICES 
 

*320 (P) (15/04) INDIA – West Coast – Gulf of Khambat – Dahej Harbour – Outfall. Buoy.  

Source: LNG Petronet 
(HJ/1130/19) 
1. A new 1200m diameter pipeline has been laid to dispose off the treated effluent into the sea between Luhara 

light house and Petronet LNG jetty. The start point of pipeline is 21° 39'.87N., 72° 32'.30E.,middle point of 
diffuser is 21° 39'.48N., 72° 29'.82E. 

2. A lighted marker buoy is deployed at position 21° 39'.46N., 72° 29'.70E. 
3. Mariners are advised to keep well clear and exercise caution while navigating in this region. 
Charts affected: 2039 – 2082 

 
*321 (T) (15/04) INDIA – West Coast – Approaches to Mormugao – Buoy. 
Source: DRDO, PWR, Nav VIII 417/04 
(HJ/1030/56) 
1. It is reported that four in No. FRP marker buoys with Fl 11s demarcating acoustic range have been laid in 

approx position 15° 18'.2N., 73° 41'.3E.  
2. Mariners are advised to exercise caution while navigating in this region. 

Charts affected: 257 (INT 7343)  – 2022 (INT 7345)  
 
322 (P) (15/04) SRILANKA – South Coast – Galle Harbour and Approaches – Maintained channels. 

Depths. Buoyage. Leading lights. 
Source: B.A. Notice 3336(P)/04 
(HJ/929/69) 
1. There are numerous changes to depths in Galle Harbour and approaches. The most significant are as follows: 
2. The two maintained depth areas of 8.9m and 9.8 shown on Chart 2067 no longer exist. Depths less than 
 charted exist in these areas and are as follows: 
 37 m  6° 02'.00N., 80° 13'. 49E. 
 59 m  6° 01'.90N., 80° 13'. 77E. 
 88 m  6° 01'.72N., 80° 13'. 33E. 
3. Two rocks awash exist in positions 6° 00'.38N., 80° 13'. 60E. and  6° 00'.29N., 80° 13'. 60E. 
4. Depths along the leads and recommended tracks in the Eastern and Central Channels are generally as shown 

on Chart 2067. Outside of these two channels there are significant changes to depths especially inshore of the  
 20 metre contour. The significant depths within the Western Channel are as follows: 
 26 m  6° 00'.88N., 80° 13'. 18E. 
 8 m  6° 00'.96N., 80° 13'. 13E. 
 81 m  6° 01'.06N., 80° 13'. 10E. 
5. Seaward of the 20 metre contour the most significant depths are: 
 195 m  6° 02'.96N., 80° 08'. 09E. 
 15 9m  6° 02'.50N., 80° 08'. 46E. 
 167 m  5° 59'.50N., 80° 15'. 13E. 
6. The leading lights in position 6° 01'.72N., 80° 12'. 98E. no longer exist and the buoyage in Central Channel  
 has been repositioned. 

Charts affected: 225 – 2067  – B.A. 819 - 3700 
 
*323 (T) (15/04) INDIA – East Coast – Ports of Ennore – Jetty. 
Source: Ennore Port Limited 
(HJ/1029/39) 
1. A temporary barge jetty is constructed for the purpose of iron ore loading in position 13° 16'.11N., 80° 

20'.51E. to 13° 16'.10N., 80° 20'.65E. 
2. The barge jetty head alignment is in direction 015°  195° , length 7m and width 21m. 
3. Mariners are advised to navigate with caution in this area. 

Charts affected: 3028  
 
 



 11 
 
*324 (P) (15/04) INDIA – East Coast – Vishakhapatnam Harbour – Port Development. 
Source: HQENC 
(HJ/1029/76) 
1. A new private container terminal, Vishakha Container Terminal (VCT), has been established in outer harbour 

of Visakhapatnam port in approx position 17° 41'.60N., 83° 18'.05E. 
2. These and other changes will be incorporated in charts as full details become available. Mariners are advised 

to navigate with caution and consult the local port authorities for the latest information. 

Charts affected: 308 – 354 (INT 7408) – 3002 (INT 7410) – 3012 (INT 7411)   
 
325 (P) (15/04) MYANMAR – Rangoon River – Depths. Port development. 
Source: B.A. Notice 3226(P)/04 
(HJ/1028/63) 
1. Numerous depths less than charted exist in the Rangoon River between 16° 34’.0N and 16° 41’.0N. the most  
 significant are as follows:   
 12 m (ED) 16° 40’.40N., 96° 14’. 33E. 
 82 m  16° 39’.93N., 96° 14’. 81E. 
 128 m  16° 37’.96N., 96° 15’. 72E. 
 152 m  16° 37’.32N., 96° 15’. 59E. 
 107 m  16° 36’.33N., 96° 15’. 33E. 
 64 m  16° 35’.99N., 96° 15’. 44E. 
 46 m  16° 35’.28N., 96° 15’. 21E. 
 09 m  16° 35’.28N., 96° 15’. 70E. 
2. A new port, Myanmar International Terminal Thilawa, (MITT) has been established on the eastern bank of  
 the Rangoon River near Thilawa (16° 39’.58N., 96° 15’. 85E.). 
3. Mariners are advised to navigate with caution and consult the local authorities for the latest information. 

Charts affected: 4019 – B.A. 833  
 


